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Cartridge Valves 
 
Slip-in cartridge valves 2-way ISO 7368 Δp = 6 bar  

 
SC LI Basics for 2-way cartridge valves - ISO 7368 16 ÷ 100 60 ÷ 8000 H003 

 
SHLI 

SHLIR 

2 way, high flow cartridges  
with optional leak free poppet 16 ÷ 50 550 ÷ 4000 

(Δp = 5 bar) H060 

Control covers ISO 7368 Δp = 6 bar  
 

LIM, LIR, LIC Pressure controls: relief, reducing, compensators 16 ÷ 80 160 ÷ 5400 H010 

 
LIQV, LIDD 

Flow controls: with manual setting for fine regulation 
or with stroke limiter 16 ÷ 63 60 ÷ 3500 H020 

 
LIDEW, LIDBH 

Directional controls: with solenoid valve and 
optional shuttle valve for pilot selection 16 ÷ 100 130 ÷ 8000 H030 

 
LIDA, LIDO 
LIDB, LIDR 

Check function: normally open/closed with optional 
hydraulic pilot operated check valves 16 ÷ 80 130 ÷ 5600 H040 

 
LIDAS(H) On-off active cartridges valves 16 ÷ 50 220 ÷ 2000 H050 

Supplementary components  
 

/PE, /BT, 
/BBT, /EP 

Components with special seals for extreme temperatures range or fire 
resistant fluids TE010 

 
SC LA-10 + 

CAPP 
2 way cartridges and plugs size 10 TH020 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

http://www.atos.com/dam/jcr:d2b9268a-cc03-499b-845b-e9513bda8b0e/H003.pdf
http://www.atos.com/dam/jcr:93011344-0361-4b02-9e99-67f3afa0dc5a/H060.pdf
http://www.atos.com/dam/jcr:bb36867d-2f5b-43e4-a1cd-7c4456806dbd/H010.pdf
http://www.atos.com/dam/jcr:a08574a9-6cb7-40f2-a871-a7f705dd4e6c/H020.pdf
http://www.atos.com/dam/jcr:d185ae28-4be6-46f5-b6e4-a5a18610ae99/H030.pdf
http://www.atos.com/dam/jcr:a83ed2f7-711a-4f41-b2fa-468a2229059e/H040.pdf
http://www.atos.com/dam/jcr:c669ae0b-93fd-473e-8fe8-9b441a4501fb/H050.pdf
http://www.atos.com/dam/jcr:16a125ae-658e-4a67-a1ba-bf5a507dad9b/TE010.pdf
http://www.atos.com/dam/jcr:04d830da-1e44-4ef3-aa77-ffc03d618609/TH020.pdf

